UC-450E+ ENCODER

MPEG-4 HD Broadcasting Encoder

Upcom Technologies' UC-450E+ MPEG-4 HD ENCODER is a broadca:
level real-time encoder compatible with MPEG-4 DVB standard. It is
designed for TV broadcasting, news contribution, content delivery,
distribution and DTH applications. The 350E+ model includes HD SDI
and Analog Inputs and allows for the use of standard IRD’s .
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6IDEO )NPUT HD Format- SMPTE - 296/SMPTE -270 3TREAM UDP and RTP Compliant Stream
SD Video Format NTSC/PAL .ETWORK -ANA Q048 EtNernet Interface
Analog Video through SD CVBS (1 Inp&) SPLAY 1 Line backlit LCD
Digital Video through SDI (1 Input) #ONTROL Front Panel or M&C Software
'UDIO )NPUT 1 balanced audio pairs ILTITUDE Up to 10,000ft

1 digital audio pair embedded SDI 4EMPERATURE Operating Temperature: 0° to +45°C
Storage Temperature: -25° to +55°C
(UMIDITY 10 to 75%
$IGITAL 61DEO2/ASTBNC Dutputs (up to 20 Mbps) 3HOCK AND 6 1B Rgudl k®mbbile van
1 RJ-45 IP Interface (TS over IP)

SPI, E2/E3/DS3 (optional) '# OOWER 85VAC to 265VAC
6IDEO OROCESMREE part 10 MP@L1-3 50/60Hz

Supports Full D1 Real Time 20W

Encoding $IMENSIONS 19"W 2"H 13"D @ 9lbs

'/0 3STRUCTURE,IPR,IPB, IPBB, MPEG-2 AFF
BSTANDARD .43, 6l8lf D1, SIF, Q-SIF

'UDIO 0RO CESBIPE®I Layer Il (Sampling 48KHz)
$ATA 2ATIO #OVBRFRBR
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